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Dated at Szentendre, on

CERTIFICATE OF CONSTANCY OF PERFORMANCE

2 0-c P R- LO7 -(C-21 | z00el
ln compliance with Government decree no.275/2O13. (issued on 16th July) this certificate applies to the

construction product

Reinforcing steel building products with trade mark ?Vl Rundstahlträger'and 'AVt
Fixträger', as factory-made lattice girder produced by machine welding from
ribbed reinforcing steel wire in steel quality B550A 1öruOnU 847O722010) for
lower chord and ribbed or plain reinforcing steel wire in steel quality B5OOA
(öruOnfU 8.4707:2O10) for upper chord and diagonat wires, produced by AVI

Alpenländische Veredelungs - lndustrie Ges.m.b.H

with product performance and intended use shown in the annex as page 2/2 of this certificate and
produced by

AVI Alpenländische Veredelungs - lndustrie Ges.m.b.H
Gustinus - Ambrosi- Straße 1-3, A-8074 Raaba, Austria

and produced in the monufocturing plont:

AVI Alpenländische Veredelungs - lndustrie Ges.m.b.H
Gustinus - Ambrosi- Straße 1.3, A-8074 Raaba, Austria

This certificate attests that all provisions concerning the assessment and verification of constancy of
performance described in NationalTechnical Assessment no. A-8712O15 dated at 03.08.2015. under

system (1+)are applied and that

the product fulfils allthe prescribed requirements set out above.

This certificate was first issued on 15.09.2015* and will remain valid as long as the test methods and/or
factory production control requirements included in the NationalTechnical Assessment, used to assess the

performance of the declared characteristics, do not change, and the product, and the manufacturing
conditions in the plant are not modified significantly.

This certificate consists of 2 pages!

* certificate was issued firsi

"1it'
,lT"'

012 within the period of validity

Ägnes Molnär
Head of Certification Office

of joint Ministerial Decree No. 3/2003. (25th

P

!

January) BM-GKM-KvVM of Ministry of lnterior, Ministry of Economy and Transport, and Ministry of Environment
Protection and Water Management.
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ANNEX
Nominal diameters:
64,2 - Ot4 mm

lntended use ofthe product:

The lattice girders may be used as reinforcement of concrete structures according to EN 10080:2005, in
steel quality B550A (öNORM 84707:20tO / MSZ/T 339:2012.03) for tower chord.

The reinforcing steel products can be taken into account with the parameters of lattice girders made from
BHB 55.50 (MSZ 982:1987) reinforcing steel wires by performing diagnostic works on building designed in
accordance with withdrawn standards series no. MSZ 15022:1986 and no.
MSZ 15022:1986/1 M : 1 992

The lattice girders can be taken into account as product in ductility class A with Rpo,z = 550 MPa declared
proof strength calculated from nominal cross-section for lower chord at design works and strength
calculations, according to Annex c of standard no. EN L992-L-t:2o10 (EURocoDE 2).

lssue:2.
Dated at Szentendre, on 24th of October 2019
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Durobility
(product onolysis)

Weldobilitv ß." or CEV):

Bonding strength (fp)

Tolerances from nominol cross-section

Sheor strength

Elongotion (A5)

Extension (AnJ

Yield rotio, R""n/ R"*^

Stress rotio, R^/ Rpqz

Tensile strength (R,)
- Lower chord:

Upper chord, diogonol wire:

Proof or yield strength 7Ros,2 or R,H)'t
- Lower chord:

Upper chord, diogonal wire:

Essential characteristics

Upper yield strength (R"r), when realyield phenomena occurs, othe

C -< 0,22; S 3 0,050; P s 0,050;
N2 s 0,072; Cu 3 0,80

c., s 0,50

d 3 6 mm:0,035
6 mm <d 3 72 mm:0,040
d > 72 mm:0,056

d<8mm:t6,0
d>8mm:t4,5

OG > min (2.125.Asc; 2.300.AD)
UG 2 min (137,5.Aua 300.AD)

> 10,0 % (overoqe)

> 2,5 % (chorocteristic)
> 2,25 % (individuol)

2 7,30 (individuol)

> 7,05 (cha rocteristic)
> 1,0j (individuol)

> 600 MPa (characteristic)
> 582 MPo (individuol)

> 550 MPo (choracteristic)
> 534 MPo (individual)

2 550 MPa (charoderistic)
> 534 MPo (individual)

2 500 MPq (chorocteristic)
> 485 MPa findlviduol)

Performance
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A275/2OL3. (V|1.16.) Kormäny Rendelet alapjän ez a tanüsitväny

AVI Alpenländische Veredelungs - lndustrie Ges.m.b.H gyärtmänyü betonac6l
6pit6si term6kek: AVI Rundstahlträger räs AVI Fixträger märkajelü, als6 öv6ben

8550A (öruOrun B 470722O10) jelü bordäzott, valamint felsö öv6ben 6s ätl6s
merevitöiben B500A (öNORM B 4707:2010) jelü sima vagy bordäzott
betonac6l h uza I böl g6pi hegeszt6ssel el6äl I itott t6rbel i räcsos tartök

6pitdsi term6kekre vonatkozik, amely a2/2 oldalon feltüntetett teljesitmdnnyel rendelkeznek,

6s amelyet az

AVI Alpenländische Veredelungs - lndustrie Ges.m.b.H
Gustinus - Ambrosi - Straße 1-3, A-8074 Raaba, Ausztria

györtö a

AVI Alpenländische Veredelungs - Industrie Ges.m.b.H
Gustinus - Arnbrosi- Straße 1-3, A-8074 Raaba, Ausztria

üzemäben gyärtott.

Ez a tanüsfWäny igazolja, hogy az A-8712015 szämü, 2015.08.03. dätumü Nemzeti Müszaki Ert6kel6s
szerint meghatärozott teljesitmdnyek 6s a teljesitmdny ällandösäg 6rtdkel6s6re 6s ellenörzdsdre vonatkozö

követelmdnyek tekintet6ben a vonatkozd (1+) rendszer szerint

a term6k teljesiti a fent meghatärozott összes követelm6nyt.

Ez a tanüsitväny, amely elöször 2015.09.15-6n került kiadäsra* - a vonatkozd Nemzeti Müszaki
Ertekel6sben meghatärozott - a term6k teljesitm6nydnek az 6rtdkel6sdhez alkalmazott - vizsgälati

mddszerek 6s/vagy a gyärtäsellenörz6sre vonatkozö követelm6nyek, illetve a termdk 6s annak gyärtäsi
körülm6nyeinek vältozatlansäga esetdn - visszavonäsig 6rvdnyes.

Ez tonüsitvdny 2 oldalas!

Kiadäs: 2.

Szentend re, 2019.1O.24.

Molnär Ägnes

tanrisitäsi irodavezetd

* a3/2003 (1.25.) BM-GKM-KvVM együttes rendelet 6rvdnyess6gi ideje alatt a tanüsitväny 2012.02.294n került elöször kiadäsra
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Meu-Exler

N6vleees ätm6rökombinäci6k:
04,2-@tqmm

Tervezett felhasznäläsi területe:

A betonac6l räcsos tartdk (alsö - hüzott - öve) vasbeton szerkezetek vasaläsära alkalmazhatdk B5SOA
(öNORM B 47O7:2OLO I MSZ/T 339:2012.03) betonac6l-minös6gben , azMSTEN 10080:2005 szerint.

A betonac6l termdkek a BHB 55.50 jelü (MSZ 9S2:1987) betonacdlokhoz rendelt paramdterekkel vehetök
figyelembe a visszavont MSZ 15022:1986, MSZ L5O22:L986ßM:1992 szabvänysorozat szerint m6retezett
szerkezetek diagnosztikäja sorä n.

A betonac6l räcsos tart6k (alsö - hüzott - öve) tervezdsn6l, m6retez6sn6l az MSZ EN 1992-1-1:2010 szämü
szabväny (EUROCODE 2) C mell6klete szerint Rpqz = 550 MPa deklarält (n6vleges keresztmetszettel
szämitott) folyäshatärü,,A" duktilitäsi osztälyü betonacdl-termdkk6nt alkalmazhatdk.

Kiadäs: 2.

Szentendre, 2OL9.IO.24.

(fI

Tortössdg
(termökelemzös)

H eg eszth et6söS rc "" vo qv CEW :

Topodds (fa)

Eltörös o növleges keresztmetszettö!

Nyhöe16

Szokaddsi nyülds (As)

Egyenletes nyülds (An)

Tönyleges ös növleges folydshotdr arönyo,
Ro.o"t/ Ro.no^

Szokitöszildrdsdg ös folyöshatör ardnya, R^/
Rpo.z

Szo kitöszilördsög (R 
^)- Alsö övhuzal:

Felsö övhuzal ös dtlös merevitöhuzol:

Folydshotd r ( R os,2 va Ql R sy) 
It

- Alsö övhuzal:

Fels6 övhuzol ds dtlös merevit6huzol:

Alapvetd tulajdonsägok

abban az esetbe ha nincs felsör

C s 0,22; S < 0,050; P s OpAQ)\E**r.' ;./4:,,

N, s 0,072; Cu < 0.80 tl,:-vn "+:.

c., s 0,50

ds6mm:0,035
6 mm <d < 72 mm:0,040
d > 72 mm:0,056

d38mm:t6,0
d>8mm:t4,5

OG > min (2.125.AsG; 2.300.Ap)
UG 2 min (137,5.Aua 300'An)

> 10,0 % (dtlaoörtök)

2 2,5 % (minösit6 örtök)
> 2,25 % (eqvedi örtök)

> 1,30 (egyedi ertök)

> 1,05 (min6sit6 örtök)
> 1,03 bqvediöftek)

2 600 MPo (nin6sitö örtök)
> 582 MPa (egyediärtök)

> 550 MPa (minösit6 örtök)
> 534 MPa (esyedi öttök)

> 550 MPo (min6sit6 örtäk)
> 534 MPo (egyediörtök)

> 500 MPo (min6sitö örtök)
> 485 MPa (esyedi örtök)

Teljesitm6ny
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